
ALLEN/LINDEC® LC430EDGER 
WALK-BEHIND TROWEL

Back in product line
The old Allen 430Edger has been requested and 
missed for many years and now been redesign 
in joint venture with AB Lindec. Based on Allen 
edging guard ring, gearbox and spider cross, with 
AB Lindec lifthook and foldable handle. The new 
improved 430Edger/30” is equipped with a 5,5 
Hp Honda engine (GX160). The foldable handle 
enables easier transport and lower freight costs 
as well as more ergonomic lifting “by hand”. Tilt 
or stand the machine up with support from the top 
handle for easier access to change blades and pan 
or for maintenance.

Art. no. 11115

Sedan 1970
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ab lindec® endeavours to provide correct information about technical properties and handling of its products. However, while ab 
lindec® has no control over the way in which the products are mixed and laid, or the conditions under which they set, ab lindec® can 
in no way be held responsible. ab lindec® is only responsible for the quality of the products at the time of delivery.

Basic data Allen/Lindec® LC430 
Engine Honda GX160, 5.5 Hp
Rotor Ø blade 75 cm / 29,5”
Number of blades 4
Diameter of guard ring 79 cm / 31”
Length, folded 108 cm / 42,5”
Length, unfolded 198 cm/78”
Height to handle 100 cm/39”
Height to lifting hook 85 cm / 33”
RPM                         min.
                                 max.

40 rev/min
125 rev/min

Weight 90 kg / 194 lb

Adjustable handle Yes
Blade pitch control Yes

Accessories
Finish blades art.no: 11510
Combination blades art.no: 11560
Plastic blades art.no: 11574
Trowel pan art.no: 11615, 79 cm
Engine catalyst, GX160 art.no: 11081
Lifting strap, 1,0 m art.no: LC900852
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